State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Fall 2015 Levee Maintenance Deficiency Summary Report
Overall LMA & Unit Ratings, including USACE Erosion Survey

Sacramento River Basin
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

ST0002

Flood Control Project Maintenance
Levee Inspections

LMA District Cover Sheet
Fall 2015 Levee Inspection Results

Sutter Maintenance Yard East Levee Sutter Bypass

Winter **
(December - February)

Fall
(September - November)

Summer x%
(June - August)

Spring
(March - May)

* Overall LMA Rating (Fall Only) A

*
SPRING INSPECTIONS:

EALL INSPECTIONS:

Comments

Tuesday, January 05, 2016 16:47

** Non-receipt of Summer or Winter Inspection Reports may effect overall annual rating.

Overall maintenance ratings are not determined for the spring inspection results. Individual maintenance
deficiencies are rated using the same criteria in the spring and in the fall.

The overall maintenance rating shown above is based on operation and maintenance deficiencies identified
within the attached unit inspection reports. This rating is not intended to be an indiction of risk.



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch ST0002

Flood Control Project Maintenance
Levee Inspections

Unit Cover Sheet
Fall 2015 Levee Inspection Results

Sutter Maintenance Yard East Levee Sutter Bypass

Waterway \ Bank \ Unit Miles
Unit No. 01 Sutter Bypass Levee ‘ Left ‘ 21.68
Spring Summer (September - November) Winter
(March - May) (June - August) Fall (December - February)
Unit Maintenance Rating A
(Fall Only)
Date of Inspection = 04/02/2015 - 04/02/2015 10/14/2015 - 10/14/2015
DWR Inspector Bob Duffey Bob Duffey
Accompanied By Steve Beckley Steve Beckley
Sutter Maintenance Yard Sutter Maintenance Yard

Summer & Winter Inspections

The Local Maintaining Agency (LMA) is responsible for summer and winter inspections. The LMA
is required to submit a report regarding summer and winter inspections to the California
Department of Water Resources (DWR).

DWR must be informed on the:

a) completion of the inspection

b) any changes other than the results of normal maintenance

c) corrections to deficiencies noted in this report
If additional items are noted, further documentation of those items must also be submitted.
The LMA should submit this information to DWR using the LMA web application tool available at:

http://cdec.water.ca.gov/Ima.html

If the LMA is unable to submit information on this webpage, please contact DWR for assistance.

The LMA should submit the information and any associated documentation by September 30 for
summer inspections and March 31 for winter inspections.

Tuesday, January 05, 2016 16:48



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Fall 2015

Sutter Maintenance Yard East Levee Sutter Bypass

ST0002

Waterwa Bank | Unit Miles ~ nspection Inspector
Y Start/End P
. 10/14/2015 Bob
Unit No. 01 Sutter Bypass Levee Left | 21.68 10114/2015 Duffey
LM Start Rating ** A Issue No. 4
LM End Issue Type+ Ma  Location * N/A No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
Operations & Maintenance ° °
tem  panuals o .
DWR ID DWR_ST0002 01 _s_ 2013 4
Action/Comments
Inspector Comments: The LMA has the O&M manuals.
LM Start Rating ** A Issue No. 5
LM End Issue Type + Ma | Location * N/A No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
Emergency Supplies & ° °
Item Equi
quipment ° o
DWR ID DWR_ST0002_01_s_ 2013 5
Action/Comments
Inspector Comments: The LMA has flood fight supplies and equipment.
LM Start Rating ** A Issue No. 6
LM End Issue Type+ Ma | Location * N/A No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
Flood Preparedness & Training ° °
Item . N
DWRID DWR_ST0002_01_s_2013_6
Action/Comments
Inspector Comments: The LMA has completed flood flight training.
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
Page 1 of 26

Tuesday, January 05, 2016 16:48 FINAL DATA



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch ST0002

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Fall 2015

Sutter Maintenance Yard East Levee Sutter Bypass

i M Inspection
Waterway Bank | Unit Miles S Inspector
10/14/2015 Bob

Unit No. 01 Sutter Bypass Levee

LM Start 0.32 Rating ** M Issue No. 31
LM End 0.32 Issue Type + En Location * N/A
Supplemental i i
Stz pp GPS Latitude/Longitude
Start End
item DWR UCIP Field Study 39.147463 ° 39.147463
-121.828716 °  -121.828716
DWR ID
Action/Comments
Inspector Comments: FS_1D:45046
DS_ID:16859
EP_NO: 4795
FS_HLM: 0.33

Repair Type: Non-Urgent

Crossing Status: Indicator Found

UCIP Comments: 5/7/2015 Could not locate a marker for this
crossing.Unable to locate any indicator of crossing. More research
may be necessary5/22/2013 Same as last inspection. Unable to
locate.10/30/2103 Same as last inspection.5/13/2014 Same as last
inspection.11/12/2014 Same as last inspection.
FIELD_STRUCT_DESC: 3-inch gas line along the landward toe.
(extension of App. No. 4795 - PG&E).

FS Date: 05/11/2015

o

o

Left | 21.68 10/14/2015 Duffey

No Photos

LM Start 1.11 Rating ** M Issue No. 32
LM End 1.11 Issue Type + En Location * N/A
Supplemental i i
@i pp GPS Latitude/Longitude
Start End
_— DWR UCIP Field Study 39.140868 ° 39.140868 °
-121.816644 °  -121.816644 °
DWR ID
Action/Comments
Inspector Comments: FS_1D:45050
DS_ID:16862
EP_NO: 10932
FS_HLM: 1.134

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 5/7/2015 24in. cmp riser and siphon breaker were
not found on the WS shoulder.Pier has no walkway to access pump
on pier. This is not necessarily an issue.5/22/2013 24in. cmp riser on
WS shoulder is full of garbage and dirt and should be cleaned out to
inspect siphon breaker.10/30/2013 24in. cmp riser was pulled out of
levee and there is no sign of a siphon breaker on WS
shoulder.5/13/2014 Same as last inspection.11/12/2014 Same as
last inspection.

FIELD_STRUCT_DESC: 16-inch steel pipe through the levee, 6.3 feet
below the crown. Vertical pump mounted on a steel structure on the
bank. Siphon breaker in a 24-inch corrugated metal pipe riser on the
waterward slope. Concrete distribution box on the landward side. JP on
WS shoulder. Original Equipment in O+M. Replaced under (App.
10932-Nall) Hand drawings available in permit.

FS Date: 05/11/2015

Photo 1 of 3 : UCIP_FA_2015_4864.jpg

7'X7' concrete distribution box on LS toe.

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable
WS : Water Side M : Minimally Acceptable
CR : Crown U : Unacceptable

C : Corrected

N : Not Inspected/Rated

AW : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Tuesday, January 05, 2016 16:48

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Fall 2015

Sutter Maintenance Yard East Levee Sutter Bypass

ST0002

Waterway

i M Inspection
Bank | Unit Miles S

Inspector

Unit No. 01 Sutter Bypass Levee

LM Start 1.11 Rating **

LM End 1.11  Issue Type +

Supplemental
Category PP

DWR UCIP Field Study

Item

DWR ID

M Issue No.
En Location *

GPS Latitude/Longitude

Start

39.140868 °
-121.816644 °

Action/Comments
Inspector Comments: FS_1D:45050

DS_1D:16862

EP_NO: 10932
FS_HLM: 1.134

Repair Type: Non-Urgent
Crossing Status: Found

UCIP Comments: 5/7/2015 24in. cmp riser and siphon breaker were

32 (cont)

N/A

End
39.140868 °
-121.816644 °

not found on the WS shoulder.Pier has no walkway to access pump
on pier. This is not necessarily an issue.5/22/2013 24in. cmp riser on
WS shoulder is full of garbage and dirt and should be cleaned out to
inspect siphon breaker.10/30/2013 24in. cmp riser was pulled out of
levee and there is no sign of a siphon breaker on WS
shoulder.5/13/2014 Same as last inspection.11/12/2014 Same as

last inspection.

FIELD_STRUCT_DESC: 16-inch steel pipe through the levee, 6.3 feet
below the crown. Vertical pump mounted on a steel structure on the
bank. Siphon breaker in a 24-inch corrugated metal pipe riser on the
waterward slope. Concrete distribution box on the landward side. JP on
WS shoulder. Original Equipment in O+M. Replaced under (App.
10932-Nall) Hand drawings available in permit.

FS Date: 05/11/2015

10/14/2015

Left | 21.68 10/14/2015

Photo 2 of 3 : UCIP_FA_2015_4865.jpg

24-inch CMP riser on WS slope.

Bob
Duffey

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AW : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Tuesday, January 05, 2016 16:48

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch ST0002

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Fall 2015

Sutter Maintenance Yard East Levee Sutter Bypass

i M Inspection
Waterway Bank | Unit Miles e Inspector
. 10/14/2015 Bob
Unit No. 01 Sutter Bypass Levee Left | 21.68 | Io7am01s Duffey
LM Start 111 Rating ** M Issue No. 32 (cont) Photo 3 of 3 : UCIP_FA_2015_4866.jpg
LM End 1.11 Issue Type + En Location * N/A 7
Supplemental i i ;
Stz pp GPS Latitude/Longitude
Start End
e DWR UCIP Field Study 39.140868 ° 39.140868 °
-121.816644 °  -121.816644 °
DWR ID
Action/Comments
Inspector Comments: FS_1D:45050
DS_1D:16862
EP_NO: 10932
FS_HLM: 1.134

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 5/7/2015 24in. cmp riser and siphon breaker were
not found on the WS shoulder.Pier has no walkway to access pump
on pier. This is not necessarily an issue.5/22/2013 24in. cmp riser on
WS shoulder is full of garbage and dirt and should be cleaned out to
inspect siphon breaker.10/30/2013 24in. cmp riser was pulled out of
levee and there is no sign of a siphon breaker on WS
shoulder.5/13/2014 Same as last inspection.11/12/2014 Same as
last inspection.

FIELD_STRUCT_DESC: 16-inch steel pipe through the levee, 6.3 feet
below the crown. Vertical pump mounted on a steel structure on the
bank. Siphon breaker in a 24-inch corrugated metal pipe riser on the
waterward slope. Concrete distribution box on the landward side. JP on
WS shoulder. Original Equipment in O+M. Replaced under (App.
10932-Nall) Hand drawings available in permit.

FS Date: 05/11/2015

Pump on metal pier on WS slope.

LM Start 3.54 Rating ** A/W | Issue No. 30
LM End 3.54 | IssueType+ Ma | Location* LS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
- Animal Control 39.120417 ° 39.120417 °

-121.779863 °  -121.779863 °
DWR ID DWR_ST0002_01_f_2015_30
Action/Comments

No rodents visible, but rodent burrows visible; need to backfill and
compact or grout burrows.

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AW : Acceptable but Monitor & Maintain En : Enforcement

Tuesday, January 05, 2016 16:48 FINAL DATA Page 4 of 26



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Fall 2015

Sutter Maintenance Yard East Levee Sutter Bypass

ST0002

Waterwa Bank | Unit Miles ~ nspection Inspector
Y Start/End P
. 10/14/2015 Bob
Unit No. 01 Sutter Bypass Levee Left | 21.68 10114/2015 Duffey
LM Start 4.46 Rating ** C Issue No. 28
LM End 4.46 |Issue Type+ Ma | Location * WS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Slope Stability 39.112042 ° 39.112042°
-121.766687 °  -121.766687 °
DWR ID DWR_ST0002_01_s _2015_28
Action/Comments
Repair the levee slope damaged by vehicle traffic and prevent access
where possible.
Inspector Comments: Sutter Yard repaired the vehicle erosion along
the the waterside slope.
LM Start 478 Rating ** C Issue No. 27
LM End 478 |lIssue Type+ Ma | Location * WS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
it Erosion / Bank Caving 39.108427 ° 39.108427 °
em
-121.762910 °  -121.762910 °
DWRID DWR_ST0002 01 s 2015 27
Action/Comments
Schedule repair of erosion site prior to the next inspection.
Inspector Comments: Sutter Yard repaired the beaver hole at the
waterside toe.
LM Start 4.95 Rating ** C Issue No. 26
LM End 4.95 Issue Type+ Ma  Location * WS No Photos
Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Erosion / Bank Caving 39.106428 ° 39.106428 °
-121.761150 °  -121.761150 °
DWRID DWR_ST0002 01 s 2015 26
Action/Comments
Schedule repair of erosion site prior to the next inspection.
Inspector Comments: Sutter Yard repaired the beaver hole at the
waterside toe.
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable A/W : Acceptable but Monitor & Maintain En : Enforcement
Page 5 of 26

Tuesday, January 05, 2016 16:48 FINAL DATA



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Fall 2015

Sutter Maintenance Yard East Levee Sutter Bypass

ST0002

i M Inspection
Waterway Bank | Unit Miles SN Inspector
. 10/14/2015 Bob
Unit No. 01 Sutter Bypass Levee Left | 21.68 10114/2015 Duffey

LM Start 5.20 Rating ** M Issue No. 25
LM End 5.20 Issue Type + Ma Location * WS
Earthen Levee GPS Latitude/Longitude
Category
Start End
Slope Stability 39.103313 ° 39.103313 °

Item

-121.758813 °  -121.758813°

DWR ID DWR_ST0002 01 _s_ 2015 25
Action/Comments

Repair the levee slope damaged by vehicle traffic and prevent access
where possible.

Inspector Comments: Repair the vehicle erosion along the waterside
slope.

Photo 1 of 1 : FA_2015_ST0002_450_25_20150910_00004.jpg

View of the vehicle erosion along the waterside slope.

LM Start 6.09 Rating ** M Issue No. 33

LM End 6.09 Issue Type + En Location * WS
Supplemental i i
Eatizma pp GPS Latitude/Longitude
Start End
ltem DWR UCIP Field Study 39.091260 ° 39.091260 °
-121.752874 °  -121.752874 °
DWR ID
Action/Comments
Inspector Comments: FS_1D:45068
DS _1D:19983
EP_NO: N/A
FS_HLM: 6.188

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 5/7/2015 Crossing is in good condition. No
noticeable issues to report.No permit or purpose identified for this
crossing.5/22/2013 Same as last inspection.10/30/2013 Same as
last inspection.5/13/2014 Same as last inspection.11/12/2014

Same as last inspection.

FIELD_STRUCT_DESC: 2.5-inch steel pipe bored under the levee at
unkn own depth. Pipe has locked cap on both LS and WS toe. Steel
stairs on WS slope and steel I-beam stream crossing on LS toe mark
location of pipe.

FS Date: 05/11/2015

Photo 1 of 3 : UCIP_FA_2015_5013.jpg

Capped pipe on LS toe on east side of ditch.

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

C : Corrected

N : Not Inspected/Rated

AW : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Tuesday, January 05, 2016 16:48

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch ST0002
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Fall 2015
Sutter Maintenance Yard East Levee Sutter Bypass
i M Inspection
Waterway Bank | Unit Miles e Inspector
. 10/14/2015 Bob
Unit No. 01 Sutter Bypass Levee Left | 21.68 10114/2015 Duffey

LM Start 6.09 Rating ** M Issue No. 33 (cont)
LM End 6.09 Issue Type + En Location * WS

s : :
o upplemental GPS Latitude/Longitude

Start End
e DWR UCIP Field Study 39.091260 ° 39.091260 °

-121.752874 °  -121.752874°
DWR ID
Action/Comments

Inspector Comments: FS_1D:45068
DS_1D:19983
EP_NO: N/A
FS_HLM: 6.188 ” -
Repair Type: Non-Urgent
Crossing Status: Found i
UCIP Comments: 5/7/2015 Crossing is in good condition. No
noticeable issues to report.No permit or purpose identified for this
crossing.5/22/2013 Same as last inspection.10/30/2013 Same as
last inspection.5/13/2014 Same as last inspection.11/12/2014
Same as last inspection.
FIELD_STRUCT_DESC: 2.5-inch steel pipe bored under the levee at
unkn own depth. Pipe has locked cap on both LS and WS toe. Steel
stairs on WS slope and steel I-beam stream crossing on LS toe mark
location of pipe.
FS Date: 05/11/2015
Pipe between two trees on WS toe.

LMStat  6.09 Rating ** M | IssueNo. 33 (cont) Photo 3 of 3 : UCIP_FA_2015_5015.jpg

W

LM End 6.09 Issue Type + En Location * WS

Capped pipe and metal stairs on WS toe.

.w

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AW : Acceptable but Monitor & Maintain En : Enforcement

Tuesday, January 05, 2016 16:48 FINAL DATA

Page 7 of 26



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch ST0002

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Fall 2015

Sutter Maintenance Yard East Levee Sutter Bypass

Unit No. 01 Sutter Bypass Levee Left | 21.68 1851355812 D?j?fgy

7.47
7.47

Supplemental

DWR UCIP Field Study 39.072292 39.072292
-121.744907 -121.744907

Inspector Comments: FS_1D:45072

Repair Type: Non-Urgent
Crossing Status: Found

w 34 (eon)
ws

Gasline marker on WS shoulder.

Tuesday, January 05, 2016 16:48 FINAL DATA Page 8 of 26



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch ST0002

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Fall 2015

Sutter Maintenance Yard East Levee Sutter Bypass

Unit No. 01 Sutter Bypass Levee Left | 21.68 1851352812 D?j?fgy
8.14 M ~ Photolof2:UCIP_FA 2015 5046jpg
8.14 En

Supplemental

DWR UCIP Field Study 39.062976 39.062976
-121.741027 -121.741027

Inspector Comments: FS_1D:45073

Repair Type: Non-Urgent
Crossing Status: Found

Pipe at steel i-beam crossing in ditch at LS toe.

w 3 (con)
ws

Pipe at steel i-beam crossing in ditch at LS toe.

Tuesday, January 05, 2016 16:48 FINAL DATA Page 9 of 26



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Fall 2015

Sutter Maintenance Yard East Levee Sutter Bypass

ST0002

i M Inspection
Waterway Bank | Unit Miles SN Inspector
. 10/14/2015 Bob
Unit No. 01 Sutter Bypass Levee Left | 21.68 | 107140015 Duffey

LM Start  10.27 Rating ** M Issue No. 36
LM End 10.27 | Issue Type + En Location * WS
Supplemental i i
Stz pp GPS Latitude/Longitude
Start End
item DWR UCIP Field Study 39.033522 ° 39.033522 °
-121.728927 ° -121.728927 °
DWR ID
Action/Comments
Inspector Comments: FS_1D:45075
DS _1D:16884
EP_NO: 14455
FS_HLM: 10.44

Repair Type: Non-Urgent
Crossing Status: Indicator Found

Photo 1 of 2 : UCIP_FA_2015_5048.jpg

LM Start  10.27 Rating ** M Issue No. 36 (cont)
LM End 10.27 | Issue Type + En Location * WS
Gasline markers on LS toe .
* Location ** Rating + Issue Type
LS : Land Side N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AW : Acceptable but Monitor & Maintain En : Enforcement

Tuesday, January 05, 2016 16:48

FINAL DATA

Page 10 of 26



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Fall 2015

Sutter Maintenance Yard East Levee Sutter Bypass

ST0002

i M Inspection
Waterway Bank | Unit Miles SN Inspector
. 10/14/2015 Bob
Unit No. 01 Sutter Bypass Levee Left | 21.68 | 107140015 Duffey

LM Start  10.27 Rating ** M Issue No. 37
LM End 10.27 Issue Type + En Location * WS
Supplemental i i
Stz pp GPS Latitude/Longitude
Start End
item DWR UCIP Field Study 39.033519 ° 39.033519 °
-121.728926 °  -121.728926 °
DWR ID
Action/Comments
Inspector Comments: FS_1D:45076
DS_1D:16899
EP_NO: 14455
FS_HLM: 10.44

Repair Type: Non-Urgent
Crossing Status: Indicator Found

Photo 1 of 2 : UCIP_FA_2015_5050.jpg

LM Start  10.27 Rating ** M Issue No. 37 (cont)
LM End 10.27 | Issue Type + En Location * WS
Gasline markers on LS toe.
* Location ** Rating + Issue Type
LS : Land Side N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AW : Acceptable but Monitor & Maintain En : Enforcement

Tuesday, January 05, 2016 16:48

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Fall 2015

Sutter Maintenance Yard East Levee Sutter Bypass

ST0002

i M Inspection
Waterway Bank | Unit Miles SN Inspector
. 10/14/2015 Bob
Unit No. 01 Sutter Bypass Levee Left | 21.68 | 107140015 Duffey

LM Start  10.27 Rating ** M Issue No. 38
LM End 10.27 | Issue Type + En Location * WS
Supplemental i i
Stz pp GPS Latitude/Longitude
Start End
item DWR UCIP Field Study 39.033517 ° 39.033517 °
-121.728925 °  -121.728925 °
DWR ID
Action/Comments
Inspector Comments: FS_1D:45077
DS _1D:16900
EP_NO: 14455
FS_HLM: 10.44

Repair Type: Non-Urgent
Crossing Status: Indicator Found

Photo 1 of 2 : UCIP_FA_2015_5180.jpg

LM Start  10.27 Rating ** M Issue No. 38 (cont)
LM End 10.27 | Issue Type + En Location * WS
Gasline markers on LS toe.
* Location ** Rating + Issue Type
LS : Land Side N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AW : Acceptable but Monitor & Maintain En : Enforcement

Tuesday, January 05, 2016 16:48

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch ST0002

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Fall 2015

Sutter Maintenance Yard East Levee Sutter Bypass

i M Inspection
Waterway Bank | Unit Miles S Inspector
. 10/14/2015 Bob
Unit No. 01 Sutter Bypass Levee Left | 21.68 10114/2015 Duffey

LM Start  10.83 Rating ** M Issue No. 39 Photo 1 of 3 : UCIP_FA_2015_5182.jpg
LM End 10.83 | Issue Type + En Location * WS
Supplemental PS Lati Longiti
Stz pp GPS Latitude/Longitude T
Start End
lem DWR UCIP Field Study 39.025693 ° 39.025693 °
-121.726895 °  -121.726895 °
DWR ID
Action/Comments
Inspector Comments: FS_1D:45084
DS_ID:16871
EP_NO: N/A
FS_HLM: 10.999
Repair Type: Non-Urgent
Crossing Status: Found G :
il - & Spdbo T LT it
Pumphouse/intake structure on LS toe.
LM Start 10.83 Rating ** M Issue No. 39 (cont) Photo 2 of 3: UCIP_FA_2015_5183.jpg
LM End 10.83 | Issue Type + En Location * WS
Flap gates on WS toe.
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AW : Acceptable but Monitor & Maintain En : Enforcement

Page 13 of 26
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Fall 2015

Sutter Maintenance Yard East Levee Sutter Bypass

ST0002

i M Inspection
Waterway Bank | Unit Miles e Inspector
. 10/14/2015 Bob
Unit No. 01 Sutter Bypass Levee Left | 21.68 | 107140015 Duffey
LM Start  10.83 Rating ** M Issue No. 39 (cont) Photo 3 of 3 : UCIP_FA_2015 5184.jpg

LM End 10.83 | Issue Type + En Location * WS
Suppl i i
o upplemental GPS Latitude/Longitude
Start End
item DWR UCIP Field Study 39.025693 ° 39.025693 °
-121.726895 °  -121.726895 °
DWR ID
Action/Comments
Inspector Comments: FS_1D:45084
DS_ID:16871
EP_NO: N/A
FS_HLM: 10.999
Repair Type: Non-Urgent
Crossing Status: Found %
o e
Slide gates on WS shoulder
LM Start  10.83 Rating ** M Issue No. 40 Photo 1 of 3: UCIP_FA_2015_5185.jpg
LM End 10.83 | Issue Type + En Location * WS
Supplemental i i
Category uppl GPS Latitude/Longitude
Start End
ltem DWR UCIP Field Study 39.025683 ° 39.025683 °
-121.726886 °  -121.726886 °
DWR ID
Action/Comments
Inspector Comments: FS_1D:45085
DS_ID:16906
EP_NO: N/A

FS_HLM: 10.999

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 5/7/2015 Abandoned crossing but no noticeable
issues to report.Determine type of abandonment.5/22/2013 Same
as last inspection.10/30/2013 Same as last inspection.5/13/2014
Same as last inspection.11/12/2014 Same as last inspection.
FIELD_STRUCT_DESC: 2 of 5. 4-foot by 6-foot concrete box culvert
through the levee, 31.5 feet below the crown. Wood flap gate and
concrete headwall on the waterward end. Wooden steps on the
landward slope. Concrete steps on the waterward end. Originally
included in the O+M Manual.

FS Date: 05/11/2015

Pumping plant on LS toe.

* Location ** Rating + Issue Type
LS : Land Side N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AW : Acceptable but Monitor & Maintain En : Enforcement

Tuesday, January 05, 2016 16:48 FINAL DATA

Page 14 of 26



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch ST0002
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Fall 2015
Sutter Maintenance Yard East Levee Sutter Bypass
i M Inspection
Waterway Bank | Unit Miles e Inspector
. 10/14/2015 Bob
Unit No. 01 Sutter Bypass Levee Left | 21.68 10/14/2015 Duffey
LM Start  10.83 Rating ** M Issue No. 40 (cont) Photo 2 of 3 : UCIP_FA_2015_5186.jpg
LM End 10.83 | Issue Type + En Location * WS
s : :
o upplemental GPS Latitude/Longitude
Start End
item DWR UCIP Field Study 39.025683 ° 39.025683 °
-121.726886 °  -121.726886 °
DWR ID
Action/Comments

Inspector Comments: FS_1D:45085
DS_ID:16906
EP_NO: N/A

FS_HLM: 10.999

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 5/7/2015 Abandoned crossing but no noticeable
issues to report.Determine type of abandonment.5/22/2013 Same
as last inspection.10/30/2013 Same as last inspection.5/13/2014
Same as last inspection.11/12/2014 Same as last inspection.
FIELD_STRUCT_DESC: 2 of 5. 4-foot by 6-foot concrete box culvert
through the levee, 31.5 feet below the crown. Wood flap gate and
concrete headwall on the waterward end. Wooden steps on the
landward slope. Concrete steps on the waterward end. Originally
included in the O+M Manual.

FS Date: 05/11/2015

Flap gates on WS toe.
LM Start  10.83 Rating ** M Issue No. 40 (cont) Photo 3 of 3 : UCIP_FA_2015_5217.jpg

LM End 10.83 | IssueType+ En | Location* WS

Slide gates on WS shoulder.

* Location ** Rating + Issue Type
LS : Land Side N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AW : Acceptable but Monitor & Maintain En : Enforcement

Tuesday, January 05, 2016 16:48 FINAL DATA

Page 15 of 26




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch ST0002
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Fall 2015
Sutter Maintenance Yard East Levee Sutter Bypass
i M Inspection
Waterway Bank | Unit Miles S Inspector
Unit No. 01 Sutter Bypass Levee Left = 2168 | 1on4201 Dty

FS_HLM: 11.027

Repair Type: Non-Urgent

Crossing Status: Indicator Found

UCIP Comments: 5/7/2015 Crossing is in good condition. No
noticeable issues to report.No permit identified for
crossing.5/22/2013 Same as last inspection.10/30/2013 Same as
last inspection.5/13/2014 Same as last inspection.11/12/2014
Same as last inspection.

FIELD_STRUCT_DESC: Gas-line crosses levee at unknown depth.
Carsonite sign on both LS and WS shoulder. Owned by Calpine
Pipeline Company

FS Date: 05/11/2015

LM Start  10.84 Rating ** M Issue No. 41 Photo 1 of 1 : UCIP_FA_2015_5218.jpg
LM End 10.84 | Issue Type + En Location * WS
Supplemental i i
Stz pp GPS Latitude/Longitude
Start End
item DWR UCIP Field Study 39.025560 ° 39.025560 °
-121.726846 °  -121.726846 °
DWR ID
Action/Comments
Inspector Comments: FS_1D:45089
DS_ID:16872
EP_NO: 3165
FS_HLM: 11.009
Repair Type: Non-Urgent
Crossing Status: Found e
SR T S &{ T N IR B
Siphon breaker in 36-inch CMP riser on WS shoulder. Pipe visible at
siphon breaker.
LM Start  10.85 Rating ** M Issue No. 42 Photo 1 of 2 : UCIP_FA_2015_5219.jpg
LM End 10.85 | Issue Type + En Location * WS
Supplemental i i
oy pp GPS Latitude/Longitude
Start End
. DWR UCIP Field Study 39.025310 ° 39.025310 °
-121.726770 °  -121.726770°
DWR ID
Action/Comments
Inspector Comments: FS_1D:45090
DS_1D:19986
EP_NO: N/A

Gasline marker on WS shoulder.

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

C : Corrected

N : Not Inspected/Rated

AW : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Tuesday, January 05, 2016 16:48

FINAL DATA

Page 16 of 26



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Fall 2015

Sutter Maintenance Yard East Levee Sutter Bypass

ST0002

i M Inspection
Waterway Bank | Unit Miles SN Inspector
. 10/14/2015 Bob
Unit No. 01 Sutter Bypass Levee Left | 21.68 10114/2015 Duffey

LM Start  10.85 Rating ** M Issue No. 42 (cont)
LM End 10.85 | Issue Type + En Location * WS
Supplemental i i
Stz pp GPS Latitude/Longitude
Start End
e DWR UCIP Field Study 39.025310 ° 39.025310 °
-121.726770 °©  -121.726770 °
DWR ID
Action/Comments
Inspector Comments: FS_1D:45090
DS_1D:19986
EP_NO: N/A

FS_HLM: 11.027

Repair Type: Non-Urgent

Crossing Status: Indicator Found

UCIP Comments: 5/7/2015 Crossing is in good condition. No
noticeable issues to report.No permit identified for
crossing.5/22/2013 Same as last inspection.10/30/2013 Same as
last inspection.5/13/2014 Same as last inspection.11/12/2014
Same as last inspection.

FIELD_STRUCT_DESC: Gas-line crosses levee at unknown depth.
Carsonite sign on both LS and WS shoulder. Owned by Calpine
Pipeline Company

FS Date: 05/11/2015

LM Start  10.88 Rating ** M Issue No. 1
LM End 10.91 | IssueType+ Ma | Location* WS

Supplemental i i
Cotizza pp GPS Latitude/Longitude

Start End
2015 USACE Erosion Survey, 39.024835 ° 39.024399 °
ltem — pRAFT
-121.726929 ° -121.726808 °
DWR ID
Action/Comments

Inspector Comments: 2011 - Small section of the mid levee slope has
eroded from wind wave. 2015: Site is part of the extended inventory,
last inspected 2011. [2015 Site ID: SBP_11-1_L]

Photo 2 of 2 : UCIP_FA_2015_5220.jpg

Gasline marker on LS shoulder.

No Photos

* Location ** Rating
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated
WS : Water Side M : Minimally Acceptable C : Corrected
CR : Crown U : Unacceptable AW : Acceptable but Monitor & Maintain

+Issue Type

Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Tuesday, January 05, 2016 16:48 FINAL DATA

Page 17 of 26



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch ST0002
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Fall 2015
Sutter Maintenance Yard East Levee Sutter Bypass
i M Inspection
Waterway Bank | Unit Miles S Inspector
. 10/14/2015 Bob
Unit No. 01 Sutter Bypass Levee Left | 21.68 10/14/2015 Duffey
LM Start  12.94 Rating ** M Issue No. 43
LM End 12.94 Issue Type + En Location * WS No Photos
Suppl tal i i
Stz pplemental GPS Latitude/Longitude
Start End
item DWR UCIP Field Study 38.996304 ° 38.996304 °
-121.716290 °  -121.716290 °
DWR ID
Action/Comments
Inspector Comments: FS_1D:45091
DS_ID:16883
EP_NO: 15571
FS_HLM: 13.13
Repair Type: Non-Urgent
Crossing Status: Not Found
UCIP Comments: 5/7/2015 Unable to locate.Need to determine
status of pipeline. Unable to locate any markers in field.5/23/2013
Same as last inspection. Unable to locate.10/30/2013 Same as last
inspection.5/14/2014 Same as last inspection.11/12/2014 Same as
last inspection. Unable to locate.
FIELD_STRUCT_DESC: 10.75-IN. STEEL GAS PIPELINE 2 feet below
the levee crown. Permit #15571. Design drawings are available.
FS Date: 05/11/2015
LM Start  13.34 Rating ** M Issue No. 23 Photo 1 of 1 : FA_2015_ST0002_450_23_20151016_00008.jpg
LM End 13.34 IssueType+ Ma  Location * WS \\\ ‘ _f " A
Earthen Levee GPS Latitude/Longitude / 3
Category x
Start End
tem Slope Stability 38.991857 ° 38.991857 °

-121.711555 °  -121.711555°
DWRID DWR_ST0002 01 s_ 2015 23

Action/Comments

Repair the levee slope damaged by vehicle traffic and prevent access
where possible.
Inspector Comments: Repair the erosion along the waterside slope.

View of the vehicle erosion along the slope.

* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AW : Acceptable but Monitor & Maintain En : Enforcement

Tuesday, January 05, 2016 16:48 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch ST0002
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Fall 2015
Sutter Maintenance Yard East Levee Sutter Bypass
i M Inspection
Waterway Bank | Unit Miles e Inspector
Unit No. 01 Sutter Bypass Levee Left = 2168 | 1on4201 Dty

LM Start  13.35 Rating ** M Issue No. 44
LM End 13.35 Issue Type + En Location * WS
Supplemental i i
Stz pp GPS Latitude/Longitude
Start End
item DWR UCIP Field Study 38.991808 ° 38.991808 °
-121.711512 °  -121.711512 °
DWR ID
Action/Comments
Inspector Comments: FS_1D:45103
DS_1D:16873
EP_NO: N/A

FS_HLM: 13.539

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 5/7/2015 Crossing is in good condition. No
noticeable issues to report.Verify work (if any) was done to replace
original equipment with inspector.5/23/2013 Same as last
inspection.10/30/2013 Same as last inspection.5/14/2014 Same as
last inspection.11/12/2014 Same as last inspection.
FIELD_STRUCT_DESC: 18-inch pipe through the levee, 5.5 feet below
the crown. Pipe measures 16-inches at pump and on LS outlet.
Siphon breaker in a 16-inch corrugated metal pipe riser on the landward
slope. Pump on pile structure in the channel. Meter and pole on the
bank. Originally included in O+M manual.

FS Date: 05/11/2015

Pump on Pier structure on WS toe.

LM Start  13.35 Rating ** M Issue No. 44 (cont) Photo 2 of 3 : UCIP_FA_2015_4741.jpg
LM End 13.35 | Issue Type + En Location * WS
Siphon Breaker in 16-inch steel riser on LS shoulder.
* Location ** Rating + Issue Type
LS : Land Side N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AW : Acceptable but Monitor & Maintain En : Enforcement

Tuesday, January 05, 2016 16:48 FINAL DATA

Page 19 of 26



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Inspection Report By Mile - Fall 2015

Sutter Maintenance Yard East Levee Sutter Bypass

ST0002

i M Inspection
Waterway Bank | Unit Miles S Inspector
. 10/14/2015 Bob
Unit No. 01 Sutter Bypass Levee Left | 21.68 10/14/2015 Duffey

LM Start 13.35 Rating ** M
LM End 13.35 | Issue Type + En
Supplemental
Category PP
DWR UCIP Field Study
Item
DWR ID

Action/Comments

Inspector Comments: FS_1D:45103
DS_ID:16873

EP_NO: N/A

FS_HLM: 13.539

Repair Type: Non-Urgent

Crossing Status: Found

Location * WS

Issue No. 44 (cont)
GPS Latitude/Longitude
Start ‘ End
38.991808 ° 38.991808 °
-121.711512 °  -121.711512°

~

Photo 3 of 3 : UCIP_FA 2015 _4742.jpg

I

Pump on Pier on WS toe.

LM Start  13.57 Rating ** A Issue No. 22
LM End 13.57  Issue Type + Ma Location * LS
Earthen Levee GPS Latitude/Longitude
Category
Start End
ltem Vegetation 38.989703 ° 38.989703 °

DWR ID DWR_ST0002_01_f_ 2015_22

Action/Comments

Control annual grass and weeds on the levee slopes and easements.
Inspector Comments: Sutter Yard burned and dragged the levee slopes.

-121.708392 °  -121.708392 °

View of both slopes with no egetation.

Photo 1 of 1 : FA_2015_ST0002_450_22_20151016_00009.jpg

* Location
LS : Land Side
WS : Water Side
CR : Crown

N/A : Not Applicable

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

N : Not Inspected/Rated
C : Corrected
AW : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Tuesday, January 05, 2016 16:48

FINAL DATA

Page 20 of 26




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch ST0002
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Fall 2015
Sutter Maintenance Yard East Levee Sutter Bypass
i M Inspection
Waterway Bank | Unit Miles S Inspector
. 10/14/2015 Bob
Unit No. 01 Sutter Bypass Levee Left | 21.68 | 107140015 Duffey
LM Start  14.71 Rating ** M Issue No. 45 Photo 1 of 3 : UCIP_FA_2015_4743.jpg
LM End 14.71 | Issue Type + En Location * LS
Suppl tal i i
Stz pplemental GPS Latitude/Longitude
Start End
item DWR UCIP Field Study 38.979377 ° 38.979377 °
-121.691929 °  -121.691929 °
DWR ID
Action/Comments

Inspector Comments: FS_1D:45105
DS_ID:16875
EP_NO: N/A
FS_HLM: 14.91

Repair Type: Non-Urgent
Crossing Status: Found
UCIP Comments: 5/7/2015 Abandoned crossing. Needs to be properly
abandoned.Pipe has not been abandoned properly. It should be
removed from the levee section.5/23/2013 Same as last
inspection.10/30/2013 Same as last inspection.5/14/2014 Same as
last inspection.11/12/2014 Same as last inspection.
FIELD_STRUCT_DESC: 16-inch steel pipe through the levee, 3.5 feet
below the crown. Siphon breakers in 30-inch steel risers on both WS
and LS shoulders. Vertical pump on pile structure in stream (removed).
FS Date: 05/11/2015

Crushed pipe on WS slope.

oto 2 of 3 : UCIP_FA_2015_4744.jpg

LM Start  14.71 Rating ** M Issue No. 45 (cont) Ph

— 7

LM End 14.71  Issue Type + En Location * LS
Steel riser on LS shoulder.
* Location ** Rating + Issue Type
LS : Land Side  N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AW : Acceptable but Monitor & Maintain En : Enforcement

Tuesday, January 05, 2016 16:48 FINAL DATA

Page 21 of 26




State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Fall 2015

Sutter Maintenance Yard East Levee Sutter Bypass

ST0002

it Mi Inspection
Waterway Bank | Unit Miles e Inspector
. 10/14/2015 Bob
Unit No. 01 Sutter Bypass Levee Left | 21.68 | 107140015 Duffey

LM Start = 14.71 Rating ** M Issue No. 45 (cont) Photo 3 of 3 : UCIP_FA_2015_4745.jpg
LM End 14.71 | Issue Type + En Location * LS

Suppl tal i i
Sy pplemental GPS Latitude/Longitude

Start End
tem DWR UCIP Field Study 38.979377 ° 38.979377°

-121.691929 °  -121.691929 °

DWR ID
Action/Comments

Inspector Comments: FS_1D:45105
DS_ID:16875

EP_NO: N/A

FS_HLM: 14.91

Repair Type: Non-Urgent

Crossing Status: Found

Ay oL
nch steel riser.

. (73 W22 2 ke BN £ S

Pipe on WS slope exposed and crushed below 30-i
LM Start  16.23 Rating ** C Issue No. 24
LM End 16.23 | Issue Type+ Ma | Location * LS No Photos

Earthen Levee GPS Latitude/Longitude
Category
Start End
tem Animal Control 38.965188 ° 38.965188 °

-121.670365 °  -121.670365 °

DWR ID DWR_ST0002 01 f_2014 24
Action/Comments
No rodents visible, but rodent burrows visible; need to backfill and

compact or grout burrows.
Inspector Comments: Sutter Yard repaired the rodent holes along the

landside slope.

LM Start 17.60 Rating ** M Issue No. 21 Photo 1 of 2 : FA_2015_ST0002_450_21_20150910_00002.jpg
LM End 17.60 | Issue Type + Ma Location * WS
Earthen Levee GPS Latitude/Longitude
Category
Start End
- Slope Stability 38.949965 ° 38.949965 °

-121.653823 °  -121.653823°
DWRID DWR_ST0002_01_s_ 2015 21
Action/Comments

Repair the levee slope damaged by vehicle traffic and prevent access
where possible.
Inspector Comments: Repair the vehicle erosion along the waterside

slope.

e
¥ gﬁ i

View of the vehicle erosion along the waterside slope.

* Location ** Rating + Issue Type
LS : Land Side N/A : Not Applicable A : Acceptable N : Not Inspected/Rated Ma : Maintenance Deficiancy
WS : Water Side M : Minimally Acceptable C : Corrected Ob : Design & System Obsolescence
CR : Crown U : Unacceptable AW : Acceptable but Monitor & Maintain En : Enforcement

Tuesday, January 05, 2016 16:48 FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch ST0002
Flood Control Project Maintenance
Levee Inspections
Levee Inspection Report By Mile - Fall 2015
Sutter Maintenance Yard East Levee Sutter Bypass
i M Inspection
Waterway Bank | Unit Miles S Inspector
Unit No. 01 Sutter Bypass Levee Left = 2168 | 1on4201 Dty

LM Start  17.60 Rating ** M Issue No. 21 (cont)
LM End 17.60 | Issue Type + Ma Location * WS
Earthen Levee GPS Latitude/Longitude
Category
Start End
Slope Stability 38.949965 ° 38.949965 °

Item
-121.653823 °  -121.653823 °

DWR ID DWR_ST0002 01 _s_ 2015 21
Action/Comments

Repair the levee slope damaged by vehicle traffic and prevent access
where possible.

Inspector Comments: Repair the vehicle erosion along the waterside
slope.

Photo 2 of 2 : FA_2015_ST0002_450_21_20151016_00011.jpg

e

View of the vehicle erosion along the waterside slope.

LM Start  19.18 Rating ** M Issue No. 46
LM End 19.18 | Issue Type + En Location * WS
Supplemental i i
Eatizma pp GPS Latitude/Longitude
Start End
ltem DWR UCIP Field Study 38.932423 ° 38.932423 °
-121.635085 °  -121.635085 °
DWR ID
Action/Comments
Inspector Comments: FS_1D:45117
DS _1D:16878
EP_NO: 3165

FS_HLM: 19.461

Repair Type: Non-Urgent

Crossing Status: Found

UCIP Comments: 5/7/2015 Abandoned crossing. No noticeable issues
to report.Need to determine type of abandonment.5/23/2013 Same

as last inspection.10/30/2013 Same as last inspection.5/14/2014
Same as last inspection.11/12/2014 Same as last inspection.
FIELD_STRUCT_DESC: 10-inch drainage pipe through the levee, 4.0
feet below the crown. Siphon breaker in 36-inch corrugated metal pipe
riser on the waterward shoulder. Flap gate on the waterward end.
(App. 3165 - DWR)

FS Date: 05/11/2015

Photo 1 of 1 : UCIP_FA_2015_4777.jpg

36-inch CMP riser on WS shoulder.

* Location
LS : Land Side  N/A : Not Applicable
WS : Water Side
CR : Crown

** Rating
A : Acceptable
M : Minimally Acceptable
U : Unacceptable

C : Corrected

N : Not Inspected/Rated

AW : Acceptable but Monitor & Maintain

+Issue Type
Ma : Maintenance Deficiancy
Ob : Design & System Obsolescence
En : Enforcement

Tuesday, January 05, 2016 16:48

FINAL DATA
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State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch ST0002

Flood Control Project Maintenance
Levee Inspections

Levee Inspection Report By Mile - Fall 2015

Sutter Maintenance Yard East Levee Sutter Bypass

Unit No. 01 Sutter Bypass Levee Left | 21.68 1851252812 D?J?fgy

Earthen Levee

38.922678 38.922678
-121.625890 °  -121.625890 °

Slope Stability

DWR_ST0002_01_f_ 2015 29

Repair the levee slope damaged by vehicle traffic and prevent access
where possible.
Inspector Comments: Repair the erosion along the waterside slope.

View of the vehicle erosion along the waterside slope.

Earthen Levee

Encroachments 38.918147 38.918147
-121.624545 -121.624545

DWR_ST0002_01_s_ 2012_10

- ’

View of the house next to the toe of the levee.

Tuesday, January 05, 2016 16:48 FINAL DATA Page 24 of 26



